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Stuart Forbes* 
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Brand New Industrial Space in 
410 Gateway Business Park 

140 Speirs Giffen Avenue, Caledon



Property  
Overview

Total Area 15,000 SF

Warehouse Area 15,000 SF

Clear Height 28’

Shipping 2 Truck Level Doors

Sprinklers ESFR

Lighting LED Fixtures

Zoning MP-521

HVAC Cambridge Units

Possession February 1st, 2023

Asking Price $1.00 PSF (Contact Listing Agent)

T.M.I $3.50 (2022)

*All information to be verified

• Sub-Lease Opportunity 

• Flexible Length of Lease Term Available

• Flexible Square Footage Available

• Space will be Demised Once Final Square Footage is Confirmed

• New Construction at Dixie Road & Mayfield Road Close 

Proximity Hwy 410 Interchange 

• Clean Uses Only

• Precast Concrete Construction

• Professional Ownership and Management

Features

140 Speirs Giffen Avenue, Caledon



Site 
Access

Highway 410
2 minutes | 1.5 Km

Subject Property

Major route

Highway 407
10 minutes | 14 Km

Highway 401
13 minutes | 19 Km

Pearson Airport
19 minutes | 28 Km

HWY

410

Hurontario Street

Hurontario Street

140 Speirs Giffen Avenue

Downtown Toronto
45 minutes | 50 Km



Floor Plan
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PROPOSED WAREHOUSE
BUILDING 2

GROSS AREA 7,223.65 m²
(77,754.72 f²)

FFE 264.70
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1.100m[3'-7"]

ELECTRICAL ROOM

MECH. ROOM

1220 WIDE EXIT AISLES SHOWN FOR
REFERENCE, TYPICAL

TYPICAL DOCK LEVELER
c/w WEATHER STRIPPING,  VINYL TRUCK

DOOR SEAL, WEAR PLATES AND BUMPERS

9' x 10',PRE-FINISHED INSULATED SECTIONAL
OVERHEAD DOCK DOOR FLUSH MOUNTED

MANUALLY
OPERATED

14' HIGH x 12' WIDE STEEL SECTIONAL INSULATED DRIVE-IN DOOR,
ELECTRICALLY OPERATED FLUSH MOUNTED PROVIDE CONCRETE

RAMP AND BOLLARD PROTECTION AS PER SPECIFICATIONS.
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FLOOR PLAN NOTES
THE BUILDING SHALL BE CONSTRUCTED WITH A  HEIGHT OF 9560
(31'-0") TO THE BOTTOM OF DECK (HIGH POINT).  ALL FIXTURES,
SERVICES AND FITTINGS TO BE WITHIN JOISTS WHEREVER POSSIBLE
& PROJECT BELOW BOTTOM OF STEEL AS LITTLE AS POSSIBLE &
ONLY WHERE NECESSARY.

ALL EXTERIOR DOORS TO RECEIVE PANIC HARDWARE AND KEYED
ACCESS FROM EXTERIOR ONLY. (PENDING POTENTIAL FUTURE
MODIFICATIONS BASED ON TENANT REQUIREMENTS)
- EXTERIOR DOORS TO PUMP & ELECTRICAL ROOMS TO BE
  INSULATED HOLLOW-METAL DOORS AND FRAMES, KEYED TO
  SATISFACTION OF BURLINGTON HYDRO & FIRE DEPARTMENTS.
- ALL WAREHOUSE MAN DOORS TO BE INSULATED HOLLOW-METAL
  DOORS AND FRAMES
- ALL CURTAINWALL DOORS TO BE NATURAL ANODIZED ALUMINUM
  FINISH c/w INSULATED GLASS TINTED TO MATCH CURTAIN
  WALL. (PROVIDE SPANDREL CLASS ON ALUM. WAREHOUSE DOORS.)

ALL CURTAIN WALL CLADDING AND GLAZING TO BE TINTED
INSULATED GLASS c/w NATURAL ANODIZED ALUMINUM FRAMING.

FULL-HEIGHT DEMISING WALL BETWEEN MECH/ELECTRICAL ROOMS
AND BETWEEN ABOVE SERVICE ROOMS AND THE OPEN WAREHOUSE
AREA TO BE MIN. 290mm (12") CMU WALL
(SEE STRUCTURAL FOR THICKNESS) WITH 1.0hr FIRE RESISTANCE
RATING. (ULC U905 OR APPROVED ALTERNATE).

ILLUMINATED EMERGENCY EXIT SIGN ABOVE ALL EXTERIOR DOORS
WITH BATTERY POWERED BACK-UP.  REFER TO ELECTRICAL DWGS
FOR EMERGENCY LIGHTING AND EXIT
LIGHT LOCATIONS.

MAIN ELECTRICAL ROOM, c/w SWITCHGEAR/EQUIPMENT PER
ELECTRICAL DWGS.

MAIN PUMP/MECH. ROOM c/w WATER METER, SPRINKLER RISER &
ROOF ACCESS LADDER. (REFER ALSO TO MECH. DWGS FOR
ADDITIONAL NOTES.)

180mm CONCRETE SLAB ON-GRADE c/w 50mm PERIMETER
INSULATION TO O.B.C. CODE REQT'S.  (SEE STRUCTURAL &
GEOTECHNICAL INFORMATION FOR SAW-CUTTING SUB-BASE
PREPARATION REQUIREMENTS)
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STRUCTURAL COLUMN. (TYP.)

LOCATION OF STRUCTURAL CROSS-BRACING (SEE STRUCT.)

ROOF ACCESS LADDER CENTRED BETWEEN JOISTS c/w
ATTACHMENT AND ANCHORING TO STRUCTURE IN CONFORMANCE
WITH ONTARIO MINISTRY OF LABOUR REQUIREMENTS. (REFER TO
STRUCT. FOR ANCHORING REQUIREMENTS)

FROST PROOF HOSE BIB LOCATION

FROST-SLAB LOCATED OUTSIDE ALL CURTAINWALL ENTRANCE
DOORSS (SEE AC-SERIES SECTION DWGS AND STRUCT. DWGS)
- HIDDEN LINE REPRESENTS EXTENT OF FROST SLAB BELOW.

INSULATED PRECAST WALL PANEL c/w EXPOSED AGGREGATE
FINISH. REFER TO MANUFACTURERS SHOP DWGS & STRUCTURAL
FOR ADDITIONAL INFORMATION)

INSULATED METAL PANEL ON STRUCT. STEEL FRAMING c/w
CONTINUOUS PERIMETER FLASHING & AVB SEALANT AT ALL JOINTS.
REFER TO AC-SERIES WALL SECTIONS FOR ADDITIONAL NOTES.

LOCATION OF ALL RAIN WATER LEADERS PER MECH. TO TURN
BELOW SLAB ONLY & BE LOCATED ON WEST, OR EAST COLUMN
FACE OPPOSITE NEAREST EXTERIOR WALL.

FUTURE DEMISING WALLS, PARTITIONS AND WASHROOMS TO BE
DESIGNED TO SUIT TENANT REQUIREMENTS. & ARE NIC. IN THIS
PERMIT APPLICATION.

EXITS LOCATED ALONG PERIMETER NOT MORE THAN 60m APART.

FUTURE DEMISING WALLS TO HAVE 1 HOUR FIRE RESISTANCE
RATING.

ADDITIONAL EXITS OR ACCESS TO EXITS TO BE PROVIDED, IF
NECESSARY, AT TENANT 'FIT-UP' PHASE.

FIRE ALARM TO BE PROVIDED, IF NECESSARY AT TENANT 'FIT-UP'
PHASE.
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FIRE RESISTANCE RATING SCHEDULE:

1.0  F.R.R.

PARTITION TYPES    
ALUM. STOREFRONT GLAZING
- THERMALLY BROKEN, CLEAR ANODIZED ALUMINUM FRAMES 64x184mm

MULLIONS
- HORIZONTAL MULLIONS CAPPED
- VERTICAL MULLIONS TO RECEIVE SILICONE BUTT-JOINT
- LOW-E, ARGON FILLED, DOUBLE PANED SEALED GLAZING (TINTED 'BLUE")

UNITS c/w INSULATED SPACERS
- OVERALL U VALUE OF 0.35.

ARCHITECTURAL PRECAST - WHITE AGGREGATE FACED
- ARCHITECTURAL PRECAST WALL PANELS 225mm THICK c/w
  EXPOSED AGGREGATE FINISH.
- MIN. R-VALUE OF R-15.2 (LTTR)
- WHITE AGGREGATE FROM APPROVED SAMPLES

CONCRETE BLOCK WALL (CMU) TO U/S OF ROOF DECK
- 2.0hr FIRE RATED 240mm CONCRETE BLOCK WALL
  ULC W905 OR APPROVED ALTERNATE

ROOF TYPES
SINGLE PLY MECHANICALLY FASTENED TPO
- SINGLE PLY, MECH. FASTENED 60mil WHITE TPO ROOF
MEMBRANE
- R30 (LTTR) POLYISO ROOF INSULATION (±150mm
THICK)
  IN TWO LAYERS c/w STAGGERED JOINTS
- 6mil POLY VAPOUR BARRIER
- STRUCTURAL ROOF DECK

 RIBBED FACE - GREY
- ARCHITECTURAL PRECAST WALL PANELS 225mm THICK c/w
- MIN. R-VALUE OF R-15.2 (LTTR)
- NATURAL CONCRETE GREY FROM APPROVED SAMPLES

INSULATED METAL PANEL (IMP) - HORIZONTALLY MOUNTED
- PREFINISHED 76mm (3") THICK IMP PANEL
- MIN. R-VALUE OF R-20 (LTTR)
- COLOUR ACCENT GREY. FROM APPROVED SAMPLES

ALUM. STOREFRONT GLAZING
- THERMALLY BROKEN, CLEAR ANODIZED ALUMINUM FRAMES 64x184mm

MULLIONS
- HORIZONTAL MULLIONS CAPPED
- VERTICAL MULLIONS TO RECEIVE SILICONE BUTT-JOINT
- SPANDREL GLAZED TINTED 'BLUE'
  c/w INSULATED SPACERS
-  R12

INSULATED METAL PANEL (IMP) - HORIZONTALLY MOUNTED
- PREFINISHED 76mm (3") THICK IMP PANEL
- MIN. R-VALUE OF R-20 (LTTR)
- COLOUR WHITE. FROM APPROVED SAMPLES

REV DATE DESCRIPTION

A2.02

OVERALL FLOOR PLAN
FOR BUILDING 2 (140)

 OVERALL FLOOR PLAN - BUILDING 2(140)2
A2.02 1:500

01 SEPT 18 2018 ISSUED FOR SPA APPLICATION

AS NOTED

MK

AUG. 14, 2018

02 JUN 21 2019 ISSUED FOR CONSULTANT
COORDINATION

03 AUG. 15, 2019 ISSUED FOR PERMIT SUBMISSION

GENERAL DOOR NOTES :

1. MD - PAINTED INSULATED  H.M. DOOR AND FRAME C/W PANIC BAR,
 CLOSURE, LOCK, THRESHOLD, SEALS AND ALL OTHER HARDWARE.

2. AD - CLEAR ANODIZED ALUMINUM ENTRANCE DOORS DOORS C/W GLAZING.
 ALL AD DOORS TO RECEIVE KEYED LOCKSET PASSAGE.

3. OH - 2745 WIDE(9') x 3O50 HIGH(10') MANUALLY OPERATED HIGH LIFT INSULATED SECTIONAL OVERHEAD
 DOOR

4. DI - 4267 (14') WIDE X 4877 (16') HIGH DRIVE-IN DOOR. ELECTRICALLY OPERATED C/W LOCKING
   HARDWARE FOR SECURITY  PURPOSES.  FINISH TO MATCH LOADING DOCK DOORS.  PROVIDE BOLLARD
 PROTECTION AS PER SPECIFICATIONS AND DETAIL DRAWINGS.

RAIN WATER LEADER LOCATIONS :

1. REFER TO MECHANICAL DRAWINGS FOR ALL RAINWATER LEADER LOCATIONS.
2. LOCATE ALL RAINWATER LEADERS ON WEST SIDE OF  COLUMN AS INDICATED.

REV DATE DESCRIPTION

SHEET NO.

SCALE

DRAWN BY

PROJECT NO.

DATE

SHEET TILE

PROJECT

CLIENT

34 & 140 SPEIRS GIFFEN AVENUE
Caledon, Ontario, Canada

N

PROJECT
NORTH

GLENN PIOTROWSKI ARCHITECT LTD.
167 NAVY STREET

OAKVILLE, ON.
L6J 2Z6

905.338.8855

SPA# 18-80

OCT 07, 2019
REVISIONS PER PERMIT COMMENTS RECEIVED SEPT 19, 2019:
- ENLARGED BUILDING PLANS

04 OCT 07 2019 REISSUED AS PER PERMIT
COMMENTS

05 ISSUED FOR TENDEROCT 10 2019
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DEMOGRAPHICS

5 KM RADIUS 10 KM RADIUS 15 KM RADIUS

LABOUR FORCE 63.3% 62.6% 62.8%

POPULATION 148,267 515,836 815,495

MEDIAN AGE 36.1 36.5 36.5

Proposed Transit Line Brampton Bus Route 7 - Kennedy

Brampton Bus Route 24 - Van Kirk Brampton Bus Route 81 - Mayfield

410 GATEWAY BUSINESS PARK
CALEDON ON AMENITIES & TRANSIT MAPSite Amenities

140 Speirs Giffen Avenue
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